
GROOVE FOR
ORIENTATION

 

NATIONAL AEROSPACE
LABORATORY

SUBJECT:

PROJECT:

APPROVED:

CHECKED:

DRAWN:

DESIGNED:

DATE:

SCALE:
NOMINAL DIMENSION

LARGER THAN UNTIL INCL. TOL

0,5

3

6

30

120

400

3

6

30

120

400

1000

±0,05

±0,05

±0,1

±0,15

±0,2

±0,3
DRAWING ACCORDING TO

DUTCH STANDARDS

NOMINAL LENGTH OF
SHORT ANGLE SIDE

ANGLE
DEVIATION

LARGER THAN UNTIL INCL. DEG. mm/100mm
−

10

50

120

10

50

120

400

±1°

±0,5°

±0,3°

±0,15°

±1,8

±0,9

±0,5

±0,3

PROJECTION

EXPLODED VIEW QM
AMS HEAT EXCHANGER FM SECONDARY LOOP

G. van Donk

J.d.KRUIJK

G. ELBERTSEN

G. ELBERTSEN

2006−12−12

  2:1

PROJECT NO.:

ET6029
SIZE: A1

05 026
DRW. NO. :CHAPTER :

ISSUE: h

REV. DATE DRAWN CHECKED APPR. DESCRIPTION

a 12−9−2005 JdK JH GD TEXT MODIFIED, DIMENSION CHANGED

b 21−7−2006 GE JdK GvD PART 14.1, 11.1, 13.1 CHANGED + TEXT MODIFIED

c 29−8−2006 GE JdK GvD PARTS AND ORIËNTATION TUBES CHANGED

d 12−12−2006 GE JdK GvD PART 13.1 PITCH (WAS 40)  CHANGED INTO 42

e 7−9−2007 GE JdK JvE GROOVES THERMO WIRES UPDATED + LABELING DPS SIDE CHANGED

f 1−10−2007 GE JdK JvE PROJECT NAME CHANGED

g 18−4−2008 GE JdK JvE DPS TUBES REMOVED,LABELING X1−>X2, X2−>X1,LENGTH TUBES L1
AND X2 CHANGED FROM 25 INTO 24 MM.

h 11−7−2008 GE JdK JvE
PART 10.2, 11.1 AND 12.1 180 DEGRE ROTATED + 
LABELING TUBES CHANGED
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